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June 28, 2012

SUBJECT: Addendum No. One to the Specifications and Drawings for the waterproofing of the ATCT in

Sanford, FL.

This Addendum modifies and takes precedence over the original Specifications and Drawings and forms a part of the
contract documents.

Add the following

1A.2

SCOPE OF WORK: The work consists of but is not limited to the following:

Some work must be done during a time when it does not interfere with the performance of the duties of
the controllers at this facility.

Cab Roof: The work will be done at normal hours 7.30 AM to 4.00 pm. If the contractor is not using a
crane to bring material to the cab roof then the delivery of the material need to take place between
11.00PM-6.00AM.

The parapet wall cap coating need to be take place after 6.00 pm.

The Catwalk elastomeric and grout work removal work need to be done between 11.00PM-6.00AM. The
installation of the new material will be done during normal hours after air intakes and access opening are
being seal.

The Base building Roof and exterior work: The work will be done during normal hours 7.30 AM to 4.00
pm.

Base Building Interior work can be done between 5.00PM-6.00AM.

Tower Interior work can be done at normal hours.

Cab Roof:

1.

6.

7.

Clean existing roof surface, then clean, remove and reinstall to the side of the parapet wall the lightning
arresters, associated clamps and cables on the cab roof. (Reuse the existing hardware and material but buy
clip for the side installation)

Clean the two existing drain bowls, ring and cover strainer from any contaminant, then paint the rings and
replace steel bolts with stainless steel ones. Replace the target sheet and seal the bowl with waterproof
sealant recommended by the manufacturer

Install walkway pad in the same pattern as the existing. (Entire roof but do not cover the seams, cover strip
& SEE SPECS and drawings)

8. Cover the parapet wall cap with Parapro 123 and any penetration need to be flash after the cap surface has

been clean and rust remove.
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Scope: Cab roof parapet wall cap needs to be cover with reinforce liquid coat resin. (Parapro 123by Siplast) As
show in the enclose detail.

Material:
a) Polyester Fleece 12” by 16’

b) Activation resin

c) PMMA flashing resin that cover 16 sq. ft. finish product

d) Cleaning Solution/Solvent: A clear solvent used to clean and prepare transition areas of in-place catalyzed
resin to receive subsequent coats of resin and to clean substrate materials to receive resin. Pro Prep by
Siplast; Irving, TX

Application will be in the summer and need to meet the manufacturer recommendation.
Surface preparation:

8” around any penetration, seam and rusted pinholes. The surface need to be clean rust, old paint, grease or any
contaminant. The surrounded eight inches around this of this area need to be bare metal.

The Metal Cap must be clean, of dry, loose material or any foreign material that would be detrimental the adhesion
of the catalyzed primer. Remove rust or oxidation layer.

1. Lightly abrade surface prior to clean with pro prep.

2. Wipe down thoroughly with pro prep prior to coating. Allow 20 minutes of drying time after
application before continuing. The coating should be completed within 60 minutes of cleaning with

pro prep.

Installation : Fallow manufacturer direction at http://freedownload.is/pdf/parapro-123-flashing-installers-guide-
7015753.html

Protection for the tower:
The time of application in the afternoon after 6.00 pm, surface preparation at normal hours.

All air intakes and opening the cab need to be close and seal when this work takes place.
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Clarifications

What areas need to be painted at the base building interior entrance?

Only the two columns that need the drywall replace. No hallway walls. Refer to Drawings.
Will we have electrical outlet in the cab?

The Cab roofs have a spec rated 120-20 amp outlet. If the contractor required 220 service we identified an
electrical panel at the junction level. The contractor needs to contract a license electrician to install and remove the
temporary service to our panel.



